




















Installation Instructions Page 3

Model: HEH01884

The Lookout 15’ Ladder Treestand

NOTE: The Ladder Jaws are designed to wrap
around a tree trunk when Vertical Jaw Assembly
Strap is tightened (shown left).

Before engaging the Ladder Jaw Mechanism:

1) Check that the Ladder stand is properly installed
on correct sized tree. If the ladder jaws cannot
close on the tree trunk (pictured top left), the
tree is too large for safe installation.

2) Check that the installation straps m are
correctly wrapped around the tree base and
tightly secured

3) The Truss Mechanism is properly tensioned.

4) The ladder base is correctly and safely secured

onto level ground.

and straight from the foot platform.

Carefully loop the Vertical Jaw Assembly
Strap through either the right or left metal

hooks on the Truss Bar [JJ(as shown left).
P Lightly pull on Vertical Jaw Assembly strap
\ to and check to make sure that both
ladder jaws close in on the tree trunk.
\. y,

g Loop Jaw Assembly Tree Buckle @
through Jaw Assembly Ratchet Strap

\ With the Jaw Assembly Ratchet Strap
attached, wrap the Jaw Assembly
Tree Buckle @ around tree trunk at
a lower diagonal point from the Truss
Bar (as shown right). Feed Jaw

\_ J
Check to make sure the Vertical Jaw
Assembly Strap is not caught, tangled
or snagged. Make sure the strap falls flat

Assembly Tree Buckle Webbing @ e
@ though the spring loaded cam buckle
and firmly tighten around tree trunk.

so that it faces the ladder. Feed
Vertical Jaw Assembly Webbing

Position Jaw Assembly Ratchet Strap [ ] ?

through ratchet strap and ratchet the \.
strap tight until the tension closes the
ladder jaws. DO NOT overtighten.

See “Ratchet Strap Instruction” for
correct operation of the Ratchet Strap. )

.
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NOTE: Ladder should arc slightly
outward even after Jaw Assembly
Strap Webbing is fully tightened
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ALWAYS read and understand all warnings and instructions
before each use of this product. Failure to read and
understand all warnings and instructions may result in
serious injury or death.

ALWAYS inspect the tree stand for signs of wear or
damage BEFORE each use. Also inspect to ensure that
nuts and bolts are secure and straps are not frayed, worn,
or broken.

NEVER exceed weight limit of 300 Ibs. DO NOT use if your
combined weight with all your hunting gear and any
accessories exceeds 300 Ibs. Use of tree stand over the
weight limit may result in serious injury or death.

ALWAYS wear a Fall Arrest System (FAS) after leaving the
ground. If you are not wearing an FAS that meets ASTM
standards, DO NOT leave the ground. Failure to wear an
FAS may result in serious injury or death.

R

. VARTAGE 0.

Failure to follow all warnings listed below could result in serious injury or death.

DO NOT use this tree stand while under the influence of
alcohol, medication, or illegal substances. Use of tree stand
while under the influence of any of these substances may
result in serious injury or death.

NEVER use this tree stand if you have a history of health problems
such as (but not limited to) heart problems, back problems,
impaired vision, equilibrium impairments are afraid of heights or
have been advised by a doctor not to do any strenuous activity. If
you are feeling ill, nauseous, or dizzy DO NOT use this tree stand
or If you are not physically fit, well rested and alert. Physical
ailments can reduce your ability to safely install, utilize and remove
your tree stand.

NEVER use this tree stand during inclement weather such as (but
not limited to) thunderstorms, snowstorms, hurricanes, icy
conditions, or high winds that could create slippery or dangerous
situations.

NEVER use this tree stand on a dead, leaning, loose barked tree or
on a utility pole as the tree may fall, break, or uproot and may result
in serious injury or death.

NEVER leave the ground without checking every ladder
section connection to ensure they are firmly connected. If
ladder sections are separating, with the help of at least two
other people, remove the tree stand from the tree, tighten
all connections and reinstall on the tree.

Installation Straps. Ratchet Straps. Quickclips.
Tiedown Ropes and Stabilizer Bars MUST be installed
and secured prior to climbing tree stand. Failure to
comply may result in serious injury or death.

DO NOT modify or alter your tree stand.

NEVER remove or deface warning labels.
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WATCH THIS SAFETY
VIDEO BEFORE USING!

WARNING!

FALL HAZARD!

4“

HEIGHTS MAY
RESULT IN SERIOUS

INJURY OR DEATH! '. — (_LADDER STAND SAFETY )




